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colour 
temp.

colour

INC-FUSION-5W BCO

8031440361736

lumen 400 lm

INC-FUSION-5W NIK

8031440361705

lumen 400 lm

INC-FUSION-5W ORO

8031440361712

lumen 400 lm

watt 5W

beam angle 120°

Ø 60 mm

colour 
temp.

colour

INC-FUSION-3X5W BCO

8031440353335

lumen 3 × 400 lm

INC-FUSION-3X5W NIK

8031440353342

lumen 3 × 400 lm

INC-FUSION-3X5W ORO

8031440353359

lumen 3 × 400 lm

watt 3 × 5W

beam angle 120°

Ø 60 mm
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Faretto da incasso in alluminio con

.nitura in nikel, bianco satinato o oro.

Recessed aluminum spotlight with 

nikel, satin white or gold Mnish.

Material

aluminum 

Colour

white
nikel
gold

Colour temperature

4000K

Driver

built-in

Materiale

alluminio

Colore

 bianco satinato
nikel
oro

Temperatura colore

4000K

Driver

integrato

Fotometria del prodotto / Photometric curve

Le curve fotometriche 
rappresentano il 
singolo modulo LED 
per ogni elemento / 
Above photometric 
curve represent the single 
module of each element

Kit 3 pz / Kit 3 pcs

technical information

1 pz / 1 pcs
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