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colour 
temp.

colour

DAVINCI-TEMA-5C

8031414876976

lumen 490 lm

DAVINCI-TEMA-5M

8031414876983

lumen 490 lm

watt 5W

beam angle 38°

colour 
temp.

colour

DAVINCI-TEMA-W-10C

8031414894031

lumen 1200 lm

DAVINCI-TEMA-W-10M

8031414894048

lumen 1200 lm

DAVINCI-TEMA-10C

8031414876990

lumen 1200 lm

DAVINCI-TEMA-10M

8031414878215

lumen 1200 lm

watt 10W

beam angle 38°

colour 
temp.

colour

DAVINCI-TEMA-W-20C

8031414894055

lumen 1930 lm

DAVINCI-TEMA-W-20M

8031414894062

lumen 1930 lm

DAVINCI-TEMA-20C

8031414878222

lumen 1930 lm

DAVINCI-TEMA-20M

8031414878239

lumen 1930 lm

watt 20W

beam angle 38°

colour 
temp.

colour

DAVINCI-TEMA-W-30C

8031414894079

lumen 3210 lm

DAVINCI-TEMA-W-30M

8031414894086

lumen 3210 lm

DAVINCI-TEMA-30C

8031414878246

lumen 3210 lm

DAVINCI-TEMA-30M

8031414878253

lumen 3210 lm

watt 30W

beam angle 38°
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technical information
Da Vinci Project 48V
Sfere volventi / Rolling spheres

Materiale

corpo in alluminio
pressofuso

Colore

bianco opaco
nero opaco

Temperatura colore

3000K / 4000K

Driver

DC48V non incluso

Material

aluminum 
die cust body

Colour

matt white 
matt black

Colour temperature

3000K / 4000K

Driver

DC48V not included

Proiettore a binario con luce spot orientabile per sistema Davinci 

con struttura in alluminio pressofuso. Di6usore in vetro trasparente. 

Track projectors with adjustable spot light for Davinci system

with die-cast alumi-num structure. DiQuser in clear glass.

Da Vinci Project 48V
Sfere volventi / Rolling spheres

Fotometria del prodotto / Photometric curve

Accessori inclusi / Included accessories

Kit 2pz fermi per corpi illuminanti 
sistema con sfere volventi /
Kit 2pcs of side brake for
Davinci light source modules
with rolling spheres joint system

Accessori inclusi / Included accessories

Kit 2pz fermi per corpi illuminanti 
sistema con sfere volventi /
Kit 2pcs of side brake for
Davinci light source modules
with rolling spheres joint system

Accessori inclusi / Included accessories

Kit 2pz fermi per corpi illuminanti 
sistema con sfere volventi /
Kit 2pcs of side brake for
Davinci light source modules
with rolling spheres joint system
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